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Fibersystem AB is an inventive 
Swedish company who since 
1982 has been working with the 
application of fiber optic technology 
in the delivery of solutions fulfilling 
the customers’ multitude of needs.

All products can be customised 
according to customer needs!

Instructions for Installation/Setup WebGUI

Fibersystem Fiber Optical Switches with WebGUI
60-00-7574 Fiber Optical Switch 1x2 2-channel multimode
60-00-7334 Fiber Optical Switch 1x2 6-channel multimode
60-00-7338 Fiber Optical Switch 1x32 2-channel multimode

Step 1: 
Set your host TCP/IPv4 to static as follows:
IP-address: 192.168.1.10
Netmask: 255.255.255.0

Step 2:
Go to your web browser and go to: 192.168.1.1
Fibersystem’s fiber optical switches has below settings as default:

Username:		  admin
Password:		  changeit
IP-address:		  192.168.1.1
Netmask:		  255.255.255.0
Default gateway:	 192.168.1.254

The settings can be changed after login.

Controlling the switch via REST API: 
HTTP command to set port N:
192.168.1.1/rest/fosw/set_port?port=N

HTTP command to get active switch port:
192.168.1.1/rest/fosw/get_port

Controlling the switch via RS422/485: 

“?” shows active port
“@xx” sets active port  
(where xx equals port no ex. 01)




